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Configuring the ELD 

before operation 

Read this chapter before operating the ELD! 
Confirm you have received all required component, make sure your 
account was created and you have access to the ELD online portal. 

o save time in the future, we recommend you print a copy of this document and 
keep it inside the cab. This document contains critical information to properly 
operate your ELD and a list of malfunctions and how to resolve them. It is also 
recommended to write down your ECM deviceõs identifier (shown below) on a 

separate location in case you lose this document. 

In some instances,  this manual uses Icon Keys to direct your 
attention to specific and important information. See the 
different icons on the left. 
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T 
I C O N  K E Y  

% Important information 

! Take notes 

: Online support account 

&  Appears on Logbook 
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What you need before operating the ELD? 

 

Your mobile device (where the ELD app is running) must a) have Bluetooth enabled 
and b) be connected to the internet either with a cellular data plan or connected to a hot 
spot. 

Installing the ECM device: 

Please plug the ECM device to the vehicleõs diagnostic port. In some cases, you might 
need to use the ECM adapter to plug the device on J1939 port.  

Locate the diagnostic port (see image below for possible locations depending on vehicleõs 
make, model and year).  

% For the ELD to remain compliant, it must remain connected to the ECM device and read engine 
data. Engine data is only available when the vehicleõs engine is turned on. 
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Local Support Account (initial ELD configuration) 

The initial configuration is only required right after installing the ELD app for the first 
time and it is no longer needed after. The objective is to initially configure a vehicle 
profile (tractor number, VIN number) and connect/test the ECM device connection. 

Configuring the ELD with the right asset  

The ELD has to be linked to a carrier asset (vehicle). Please tap on 
the truck or trailer image to pick from the asset list downloaded during 
login (see list below) or to manually enter (if allowed) a new truck or 
trailer. Once you select a tractor or trailer from the downloaded list 
the ELD will always use the VIN number, license plate and 

registration state displayed on the list: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Establishing ECM Connection  

Before a driver can operate an ELD, the ELD must be 
synchronized to the vehicleõs engine using what is known as an 
Engine Synchronization Module (ECM) which is very common on 
GPS trackers. 

Before scanning and connecting to an ECM device, make sure your 
ELD has Bluetooth functionality enabled: 

 

 

 

 

1  
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! We highly recommend installing a label or decal on the vehicleõs dashboard with 
the ID of the ECM device installed on the vehicle. Also, write down this ECM 
ID. 

 

 

 

 

 

 

 

To connect to the ECM device, tap on Scan Devices, wait for the device to show up 
(make sure the correct ECM ID shows up) 

% For the ECM device to work properly and the ELD to be able to connect to the device and 
read engine data, the engine must be turned on. Keep this in mind when operating the ELD. 
Duty status changes, as an example, require engine parameters when generated. Make sure the 
engine is still running when making duty status changes. Some ELD configurations 
locks an ELD to a specific ECM device, in which case the Scan Devices 
screen is not shown and the ELD will automatically run the diagnostic. 
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A diagnostic is performed to make sure the ELD is fully compliant and ready for driver 
operation. 

 

 

 

 

 

 

 

 

 

 

Reinstalling the ELD app  

If you need to reinstall the ELD app (or install it on a different device), please search the 
Google Play Store for òapolloELDó and install the app. When you open the ELD app 
for the first time, you need to approve the following permissions: 

Use camera                                        Use location                             Use the network 

 

 

You also need to give permission for the app to show over other apps: 
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You also need to synchronize the ELD with the portal at least once. Tap on 
CONFIGURE: 

 

 

Wait until the ELD is synchronized with the server and the following message is 
received: 
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ELD Driver Operation 

Driver  Authentication   

 

The ELD has three different accounts: 

Driver: Unique, per-driver account used by drivers Hours of Service and ELD 
regulations. This account records duty status changes (RODS) and allows the export of 
driverõs records for printout, display and agent output file generation. 

Support: Account used by the carrier and ELD manufacturer to setup, configure, update 
and troubleshoot the ELD. No duty status changes are recorded with this account and 
no access to driverõs record of duty status changes is permitted under the support 
account. 

Non-authenticated: All operation of a commercial motor vehicle (CMV) is recorded 
under this account (a.k.a Unidentified Driver) if no driver has logged into the ELD. Non-
authenticated records (vehicle movement and on-duty time) are stored on the ELD as 
well as the carrier and should be assumed by a driver account. 

Log in using your driverõs credentials. Login IDs, and the driverõs license associated with 
the login ID, cannot be duplicated and are unique in the ELD system. 

% Each driver using the system will have a unique login ID.  

% This login name and password is for the specific driverõs use only and must not be 
shared with any other person (driver or not). The login name belongs to the driver 
and is linked to the driverõs personal information (e.g. driverõs license, etcetera). If 
the driver changes carrier and is now driving for a different carrier, the login name, 
under certain circumstances, will remain the same and it is the driverõs obligation to 
ask the home base carrier to update the carrier name and DOT number on the 
system. 

The driver is restricted to be logged on to only one ELD at any time. In order for the 
driver to logon on a different mobile device, the driver must change to off duty status 
and logout from the previous device. 

Driverõs unlock. In an event the driver is still logged on a ELD, but the device ceased 
to function or gets lost, the driver must call the home base carrier and ask for his login 
name to be unlocked. The unlock process will change the driverõs status to off duty at 
the time the driver solicited the login unlock. 
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Selecting a vehicle  profile (assets)  

Before driverõs logs can be exported and shared with an authorized agent, the driver must 
update the correct vehicle information. Please tap on the truck or trailer image to pick 

from the asset list downloaded 
during the login (see list below) or 
to manually enter (if allowed) a new 
truck or trailer. Once you select a 
tractor or trailer from the 
downloaded list the ELD will 
always use the VIN number, license 
plate and registration state displayed 
on the list. 

 

 

 

 

 

 

% Important: Enter your 
vehicleõs dashboardõs odometer 
value (twice) in order for the ELD 
to adjust discrepancies between the 
dashboard and engine odometer. 
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Make tractor and trailer selection: 

 

 

 

 

 

 

 

 
 
 
 
 
 
 



 

 

10  

 
 
 
 
 
 

 

Show/Limit asset list to nearby ECM devices. 
When a driver login on to the app and taps on the Vehicle profile, the app will scan all the 
nearby ECM devices and will list the vehicle(s) profile associated with the MAC address found.   
Drivers will have a toggle on that page to turn this feature off and show all the carrierõs vehicle(s). 
When configuring the driver profile, Carriers must select if this option will be set on or off, once 
the driver login on to the app. 
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You can also add a new tractor or 
trailer (if allowed by your carrier) by 
selecting the + button located on 
the top right of the screen: 

 

 

 

% Once a new asset is created on the ELD, the asset information is broadcasted to the ELD 
portal and other ELDs operating under the same carrier. 

Engine Synchronization  (ECM connection)   

To connect to the ECM device, tap on Scan Devices, wait for the device to show up 
(make sure the correct ECM ID shows up) 

% For the ECM device to work properly and the ELD to be able to connect to the device and 
read engine data, the engine must be turned on. Keep this in mind when operating the ELD. 
Duty status changes, as an example, require engine parameters when generated. Make sure the 
engine is still running when making duty status changes. Some ELD configurations 
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lock an ELD to a specific ECM device, in which case the Scan Devices 
screen is not shown and the ELD will automatically run the diagnostic. 

%  

 

 

Not e 

Some ELD 
configurations lock 
an ELD to a specific 
ECM device, in 
which case, the Scan 
Devices screen is not 
shown and the ELD 
will automatically run 
the diagnostic.  

 

 

 

 

ELD Diagnostics  

Once connected to the ECM device you can run an ELD diagnostics (accessible from 
the top-right menu). The diagnostic checks critical components on your ELD and all 
areas must pass the test in order for you to remain complaint. 
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Bluetooth and ECM connection status: The ELD must be able to read engine data 
at all times. Make sure the Bluetooth and ECM connection indicators remain green. If 
the indicator turns red, please go to Scan Devices and connect to the ECM-linked device. 

 

 

 

 

Driver  Profile (Preferences)  

We recommend verifying the driver's profile. Please make sure the information is correct: 
carrier name, your rule set (60-hour or 
70-hour) and the home base time zone. 
Select the ruleset drop-down to change 
rule set from 60h to 70h and vice versa. 
Select the units of measurement 
(miles, gallons, kilometers or liters). 
Starting 24h time is set by your carrier 
but could be changed at any time. Just 
keep in mind that the new 24h starting 
time will take effect on your next cycle 
(after the 36h restart). 

 

 

 

 

Personal Use (PU) and Yard Moves (YM)  

As a driver, current regulations allow up to 75 Km of driving for personal use. This 
provision allows you to, for instance, drive to the nearest rest area, drive home among 
other reasons. The ELD will prompt you to add a pre-defined remark or type a different 
reason.  

! The ELD must be connected to the ECM device in order for the Personal Use 
provision (button) to be available.  

Once you have reached the 75 Km limit you will receive a notification and you will be 
automatically switched to Driving duty status: 
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If the ELD shuts down (e.g. power loss) or restarted, you will be prompted to either exit 
or continue the Personal Use status: 

 

 

 

 

The ELD also allows you to drive the vehicle inside a yard. Please, switch to Yard Move 
(YM button) before putting the vehicle in motion. If the vehicleõs speed exceeds 32 
Km/h you will be switched (automatically) to Driving duty status. 

Same as Personal Use, if the ELD is restarted, you will be prompted to either remain in 
the Yard Move status or exit such a status. 

 

 

 

 

  






























































